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ABSTRACT this setting, acquired views from the cameras provide dis-

. . crete samples of the plenoptic function, and the synthdsize
We consider the problem of synthesizing the sound at anyyje,y is reconstructed from the continuous plenoptic func-
desired position and time from the recording of a set of mi- ;o ot 4 given point.

crophones. Similar to the image-based rendering approach

for vision, we propose a sound-based synthesis approach for

sound. In this approach, audio signals at new positions are  Similar to image-based rendering, we propose an ap-
interpolated directly from the recorded signals of nearlpy m proach to synthesize the sound at any position directly from
crophones. The key underlying problems for sound-basedthe recording of a set of microphones, without knowing or
synthesis are sampling and reconstruction of the sound field recovering all the sources that generate the sound field. We
We provide a spectral analysis of the sound field under therefer to this approach asund-based synthesis. As for IBR,
far-field assumption. Based on this analysis, we derive thethe key issues in sound-based synthesis is howddel,
minimum sampling and optimal reconstruction for several sample, andreconstruct a sound field.

common settings.

The sampling and reconstruction questions of a sound
1. INTRODUCTION field has been first studied by Ajdler and Vetterli [3]. In that
paper, the authors introduce and study the sampling and re-
Existing audiovisual recording systems use a single cam-construction problems of thgenacoustic function, which
era and microphone, and thus provide viewers with a pas-characterizes the impulse responses of a sound field, in par-
sive viewing experience. We envision that, thanks to the ticular in a room. Knowing this function, the actual sound at
continuing improvement in digital technology that now of- a desired position can be obtained via the convolution with
fers low-cost sensors and massive computing power, newthe source signal. Due to the effects of the reflections on the
systems employing multiple cameras and microphones, to-walls and reverberations, spectral analysis of the impulse
gether with sophisticated processing algorithms delgeri  responses of a room can be quite complicated.
unprecedented immersive recording and viewing capabili-
ties, are now feasible. We believe that sufficient sensing,
networking, and computing power to practically address ~ In this paper we consider directly the sound field sig-
this vision already exists; the critical gap in achievinkigis nal, which is defined as what would be heard or recorded

in new signal processing theory and algorithms. at any position and time. Addressing the sampling problem
For visual signals, synthesizing new views of a scene di- of a sound field would lead to the reconstruction of actual
rectly from a set of acquired views is knowniasge-based sound at any position. We consider the the far-field case,
rendering (IBR) [1]. In contrast with traditional model- ~ for example in a stadium or an open field, where certain as-
based rendering, IBR requires very little or no geometrical SUMPtions significantly simplify the spectral analysiscSe
models of the scene. IBR can be seen as an application ofion 2 formulates the problem and introduces our model of
the sampling theory to thplenoptic function [2] that de- a sound_ field. Section 3 pr_ovides a spe_ctral analysis of the
scribes the light intensity passing through every viewpoin sound field under the far-field assumption. Based on this

in every direction, for all time, and for every wavelength. |~ @nalysis, minimal sampling and optimal reconstruction are
derived for several cases in Section 4. We conclude with
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2. PROBLEM FORMULATION @\sourcei

We define the sound field signalp, t) as the signal value
that would be heard or recorded at the positipn=
(z,y,2)T and timet. The sound field signal(p,t) is the

sum of each source signal delayed and attenuated according
to the received positiop. We parameterize the emitting
signal from thei-th source bys;(¢) as the signal that would

be received at the reference positwa- 0. Thus, the sound
field signal at arbitrary positiop is

wavefronts

delay distance

r(p,t) = Z ai(p) si(t — 7:(p)), 1)
Fig. 1. Delay distance of wavefront propagation in the far-

wherea;(p) andT; is the attenuation and delay, respec- ..
ai(p) 7i(p) Y P field case.

tively, for the source signai; (¢) at the positiorp. We make

no assumption about the number of sources, which can be

dynamic and infinite. These sources include both actualrecovery is a nontrivial problem, especially in dynamic en-

sound sources (e.g. speakers) as well as virtual sourges (e. vironments. A popular method for source recovergdap-

due to reflection). tive beamforming. Recent research using modern adaptive
The attenuation for sound is typically equal to the in- beamforming techniques [4] has shown promising results

verse of square of the distance from the source. In that casefor sound source recovery in controlled environments with

we have a few sources and perfect knowledge of the source posi-
ai(p) = Ipill3 (2y  tions. However, such method only works when the number
! llp; — I3’ of sources is small, for example in a room.

. . . ' In large dynamic environments with many sources, such
wherep; is the position of the sourde In the far-field case, . oo
as a sport event, there is little hope for recovering individ

where the sound sources are far away and we are only inter-

. . . .. ual sound source. In such cases, an attractive alternative
ested in a relatively small region near the reference positi . . ) : . .
is to directly synthesize the sound signals at desired posi-
then||p,|| > ||p|l. In that case, we have

tions, without explicitly recovering the sound sourcesisTh

a;(p) ~ 1 3) sound-based synthesis approach for sound is similar to the
! image-based rendering for vision. The key underlying prob-

lems for the sound-based synthesis are sampling and recon-

The time delay i | to th d tion dis-
e me deay 1S equa o ‘e Soulic propagation s struction of the sound field functior(p, ¢).

tance divided by the speed of sound(typically A =
343m/s). Generally, as for the attenuation in (2}(p)
is a non-linear function ofp. However, in the far-field 3. SPECTRAL ANALYSIS

case where the sound sources are far away, we can con-

sider the wavefronts to be parallel planes. ketdenote  To address the sampling and reconstruction of the sound
the unit normal vector of the wavefront planes of the source field functionr(p, t) we need to analyze its spectral support.
i. Then the signed distance of wavefront propagation of the The similar analysis was carried for the plenoptic function

source; from the reference positiod to the positionp is [5, 6] and plenacoustic function [3].
(u;, p) = ul p; see Figure 1. In that casgp) is a linear The Fourier transform of the sound field functigp, ¢)
function can be written as
ulp
i) = A @ R(fp, ft) = //T(p, t)e= 2o PHet) dpt

Our input is the recording samples from a set of micro- ‘
phones at fixed positions. Hence, effectively we have dis- = Z//Si(t —7i(p))e I at
crete samples of the sound field functiofp, ¢). Our task i
is to synthesize from these samples the sound that would be a; (p)e*jr“fgpdp
recorded (or heard) at any desired position. P

The “conventional” approach to this problemis to locate => Si(ft)/ai(P)eﬁﬂ(fppﬂtn(p))d}?,
all the sound sources in the field, to recover those sources, i

and to reconstruct the sound at any position. Sound source (%)



whereS;(f:) = [ s;(t)e~92"/«!dt is the Fourier transform
of the source signal; (¢).
In the far-field case, substituting (4) into (5) we get

RSy ) = 3 5504 (). ®

A
whereA;(f,) = [ai(p)e )e 127 5P p is the Fourier trans-
form of the attenuat|0n functiom; (p).

The key observation is that because of (3), function
A;i(f,) is concentrated arount], = 0. Indeed, ifa;(p) =
LthenA;(f,) = d(f,). Thus, from (6) the spectral support
of the sound field function(p, ¢) is around the region

frug

A )
This region is in turn specified by the spectral supports of
the source signals (¢) and the ranges ai;.

To gain more insight about this spectral support region,
we consider the following two particular cases. In the first

Ip where S;(f:) # 0.

(7)

fe

max
t

Fig. 3. The spectral support region of the sound field func-
tionr(z,t), wheref"® = f"®gin AN/,

case, we consider the sound field function along the line then the spectral support in (9) ofz, ) will be a bow-tie

p = (z,0,0)7. This corresponds to the common case where

the microphones are placed a long a line. The sound sources

are supposed to be on the plane= 0. The unit normal
vectorsu; of the wavefront planes for the sourcean be
parameterized by

cos;,0)7, (8)

whered; is commonly referred to as the direction of arrival
(DOA); see Figure 2

u; = (sin;, —

Fig. 2. Parameterize the unit normal vector of the wavefront
planes via the direction of arrival.

The equation (7) specifying the spectral support of
r(z,t) becomes
ft sin 91
i ; (©)
Thus, if we suppose that each source signals) is
bandlimited tof{"® and the range of DOAs i¥;| < M

shaped region as shown in Figure 3.

In the second case, we extend the spatial domain to the
whole planep = (z,y,0)T. Then the bow-tie shaped re-
gion in Figure 3 becomes part of a cone in the 3-D space
(fz, fy, ft). If we furthermore restrict the spectral sup-
port of the source signal;(¢) to ftmi” < |fel < fi"™then

the projection of the spectral support region of the furrctio
r(z,y,t) onto the plang f,, f,) is shown in Figure 4.

ftmin/

/ |

Fig. 4. The spatial spectral support region of the sound
field functionr(z, y, t) where the spectral support ef(t)

is fiM" < | fol < f



4. SAMPLING AND RECONSTRUCTION 5. DISCUSSION
With the spectral analysis from the previous section, we areWe have demonstrated the feasibility of the sound-based
now ready to solve the minimal sampling and optimal re- synthesis approach in synthesizing the sound at any desired
construction problems for sound-based synthesis. Sagiplin position and time from the recording of a set of micro-
the sound field function(p, t) on a lattice generates repli- phones. The advantage of this approach is it worksifiyr
cated spectra. To avoid aliasing and to ensure perfect re-number of sound sources, without knowing their positions
construction, the sampling lattice has to be dense enough s@nd recovering their signals. The resulting synthesizing a
that these replicas do not overlap. gorithm is based on simple interpolation and can be done
For the first case, where the sound field is restricted to in real-time. The price to pay is a large number of required
thez-axis and the spectral supportidfz, ¢) is given in Fig- microphones. Our spectral analysis of the sound field func-
ure 3, optimal sampling is achieved using the quincunx lat- tion solves the minimum sampling and optimal reconstruc-
tice [7, 3, 6]. However, with quincunx sampling, the inter- tion problems of the sound field in the far-field case. While
polation function is nonseparable, and thus the reconstruc the required number of microphones might appear to be too
tion algorithm needs to use samples on hethndt axes. large, it might become practical in the near future thanks to
A suboptimal but much simpler scheme is to use rectangu-the continuing improvement in producing low-cost micro-
lar sampling. In this case, since the interpolation functio phones. Moreover, results from our spectral analysis sug-
is separable (a tensor product of two sinc functions), at anygest possible ways of increasing the spatial sampling-inter
instant of time we can synthesize the sound at any pointvals (i.e. reducing the number of microphones) by adap-
along thex axis using the recorded samples at that time tively localizing the bandwidth of the source signals or the
of the nearby microphones. Such synthesis algorithm es-directions of arrival in time.
pecially suits real-time applications. Rectangular samgpl
considers the spectral supportudfz, ¢) to be bounded by Acknowledgement. The author thanks Prof. Douglas Jones
the dashed-line box in Figure 3, which leads to the follow- for fruitful discussion about sound field reconstruction.
ing sampling requirement
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